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CLASSIFICATION CERTIFICATE No. L15224-1

A
System provider:ALUPROF S.A. Plant in Opole
3 Gostawicka street, 45-446 Opole T
I é
5
-8
Product: Winding mosquito net, independent, of the MZN type 5
O
External dimensions: Width B = 2000 mm 1 J [
Height H = 2500 mm WIDTH =B

' OF THE MOSQUITO NET _

The Measurement and Research Laboratory confirms that it performed ITT tests of the above-mentioned
net in accordance with the PN-EN 1932-9:2013 standard.

Tested property Test standard Classification standard Class*

WIND LOAD RESISTANCE
(nominal load)
Fn,-Fn)

PN-EN PN-EN
+
1932-9:2013 13561+A1:2010 CLASS 0 (10 Pa)
WIND LOAD RESISTANCE

(safe load Fs,-Fs)

The results are included in the test report L15224-01. Results regarding proven properties may be used for CE marking, taking into
account the principles specified in the standard 13561+A1:2010P.

Responsible for the tests and
authorisation of the report:
Piotr Kowaliczek

Bielsko-Biata, 27.04.2015

“The document expires in the case of a change of manufactured product range, materials and/ or
technology.
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CLASSIFICATION CERTIFICATE No. L15224-2

i
System provider:ALUPROF S.A. Plant in Opole
3 Gostawicka street, 45-446 Opole
Product: Winding mosquito net, independent, of the MZN type
External dimensions: Width B = 1200 mm 1 J’ {
Helght H=1200 mm WIDTH =B

|« OF THE MOSQUITO NET

The Measurement and Research Laboratory confirms that it performed ITT tests of the above-mentioned
net in accordance with the PN-EN 1932-9:2013 standard.

Classification .
Tested property Test standard standard Class

WIND LOAD
RESISTANCE (nominal
load, Fn,-Fn)
PN-EN

PN-EN 1932-9:2013 13561+A1:2010 CLASS 1 (+32 Pa)

WIND LOAD
RESISTANCE (safe load
Fs,-Fs)

The results are included in the test report L15224-02. Results regarding proven properties may be used for CE marking, taking into
account the principles specified in the standard 13561+A1:2010P.

Responsible for the tests and
authorisation of the report:
Piotr Kowaliczek

Bielsko-Biata, 27.04.2015

“The document expires in the case of a change of manufactured product range, materials and/ or
technology.
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SOURCE DOCUMENT

follows unredacted and with a total number of 2 page.
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A LABORATORIUM POMIAROWO BADAWCZE

ROMB SPOLKA AKCYJNA
UL. WARSZAWSKA 153
43-300 BIELSKO-BIAEA

SWIADECTWO KLASYFIKACJI Nr L15224-1

Systemodawca: ALUPROF S.A. Zakiad w Opolu
ul. Gostawicka 3 45-446 Opole

Wyrabh: Moskitiera zwijana niezalezna typu MZN

Wymiary zewnetrzne: Szerokosc B = 2000 mm
W!IS{*UQE H = 2500 mm EZER-mmmEm’ =B

Laboratorium Pomiarowo-Badawcze pofwierdza, Ze wykonafo badania ITT wyZel wymienione/ przesfony
wig normy PN-EN 1932-9:2013

Norma o
Cecha badana Norma badawcza kfas ik o Uzyskana kiasa

ODPORNOSC NA
OBCIAZENIE WIATREM
(obciazenie nominalne
Fn, -Fnj

PN-EN PMN-EN
1932-9:2013 13561+A412010 KLASA 0 (10 Pa)

ODPORNOSC NA
OBCIAZENIE WIATREM
(obciazenie bezpieczne

Fs, -Fs)

Wyniki zawarfe 53 w sprawozdaniu z badan L15224-0M. Winiki w zakresie sprawdzonych wiasciwoss moga bye
wykorzyefane przy znakowaniu znakiem CE uwaglednieniem zazad podanych w nommie 1356 1+A1:2010P.

Odpowiedzalny za badania
e
Kiarownik raurh.r
SPECIALISTA LABORANT Bielsko-Biata, dn. 27.04.2015r.
Tty Wowdiwerc Micezyslopw Kotyishi
Fiotr Kowaliczek

I Dolument traci wainodd w prypadku zmisny produkowanego asorfymenty, materaidw skiadowych ilub
fechnologi.
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A LABORATORIUM POMIAROWO BADAWCZE
HGMB ROMB SPOEKA AKCYJNA

UL. WARSZAWSKA 153
L 43-300 BIELSKO-BIALA

SWIADECTWO KLASYFIKACJI Nr L15224-2

Systemodawca: ALUPROF S.A. Zakiad w Opolu T i
ul. Gostawicka 3 45-446 Opole L 3
& g
1l -ﬂ,r-:ﬂ ="*::=:¥'
g Ei:.:i::.& it
Wyrah: Moskitiera zwijana niezalezna typu MZN g :
Wymiary zewnetrzne: Szerokosé B = 1200 mm ! J 1
Wysokost H = 1200 mm SZER.pconeny = B

Laboratorium Pomiarowo-Badawcze pofwierdza, Ze wykonafo badania ITT wyZel wymienione/ przesfony
wg normy PN-EN 1932-9:2013

Norma o
Cecha badana Norma badawcza kfa =ik o Uzyskana kiasa

ODPORNOSC NA
OBCIAZENIE WIATREM
(obcigzenie nominalne
Fn, -Fnj

PN-EN PN-EN
1932-9:2013 13561+A12010 KLASA 1 (32 Pa)

ODPORNOSC NA
OBCIAZENIE WIATREM
(obciaZzenie bezpieczne
Fs, -Fs)

Wyniki zawarfe 53 w sprawozdaniu z badan L15224-02. Winiki w zakrasie sprawdzonych wiasciwoss moga bye
wykorzyefane przy znakowaniu znakiem CE vwaglednieniem zazad podanych w normmie 1356 1+A1:2010P.

R o e
Kiarownik l-lhl'h-r
SPECJALISTA LABORANT Bielzsko-Biala, dn. 27.04.2015r.
oty Komdinere Mirez Kotynski
Piotr Kowaliczek
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